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ZHANGJIAGANG ABELPLAS MACHINERY CO., LTD.

it SIHERRBHRFHERK28S
ADD:No. 28 Jinzhong road Jinfeng town ,Zhangjiagang City,
JiangSu Province ,China

BE3&/TEL:0512-58529030
FH/MOB:15851638105 18915677721
HRFE/Email:service@abelplas.com
EM/web:www.abelplas.com
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ZHANGJIAGANG ABELPLAS MACHINERY CO., LTD.

Zhangjiagang Abelplas Machinery Co., Ltd. was established in
2006. The company is located in Zhangjiagang City,
Jiangsu Province, which is a beautiful and civilized city in
the Yangtze River Delta region. It is adjacent to Shanghai
in the East and Nanjing in the West. The convenient
transportation and good environment have provided the
driving force for the development of Abel machinery.

Zhangjiagang Abel Machinery Co., Ltd. is
committed to the R & D, manufacturing and sales of plastic
extrusion, mixing and granulation production equipment,

The staff have fully carried forward the will of daring
to compete and forge ahead. With years of accumulated
experience in all aspects and the concept of assiduous
pursuit, we provide high quality and cheap products for the
market. We not only have skilled craftsmen in mechanical
manufacturing, but also have modern manufacturing
methods, which are the powerful guarantee of stable and
efficient products.

The company's main products: plastic pipe / profile
extrusion production equipment, PVC powder mixer and
mixing metering feeding system Waste plastic particle
screening and other auxiliary equipment such as plastic
granulation and packaging.

Abel machinery has been taking "promoting the use
of plastic products, improving people's living environment"
as the enterprise goal. Constantly bring forth new ideas,
benefit each new and old customers, provide users with a
variety of technical services and support
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Applicationandcharacteristics:

Reducer with a high torque, low noise, smooth operation. A specially designed tube can ensure material mixing effect. To a
good solution to the problem of particle black spots or different color. According to the properties of the material and the use of
forced feeding machine and hydraulic pressure in the net, to ensure that the output of the machine and energy consumption.
Vacuum or natural exhaust system. Can be a good place for waste gas, water vapor, thus ensuring the stability of the extrusion
and particles.
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Model SJ70-TLJL200 SJ100-TLJL500 SJ120-TLJL 800 SJ150-TLL80O

Main motor power (kw) 37+30 90+55 132+ 75 160+90

Ortput (kg/h) 80-110 180-260 300-400 400-600
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Application and characteristics: B TIM BT RERLRTNFELRSKMRA, TRFINBXEL. BEREE. BUOE. HHHRKR. #S5
This production line is mainly used for PYC and wood plastic hot cutting, cutting grain of high precision, eagerly with high efficiency, # ZEFHEKSMNGESERELIZIE. AWEBATHNESRYHFME. 7112, HNAEHSEFEBT THSHEEE
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Application and characteristics:

The main engine is designed based on the principle of building block. The screw configuration, cylinder structure, length diameter ratio, number of feeding
and exhaust positions, mesh changing and granulating mode, and automatic control mode of electric instrument can be adjusted and optimized according
to the material system and process requirements, so as to realize the unified consideration of wide multi-function, multi-purpose universality and specific
requirements; The basic screw element is full meshing conjugate type, designed by computer, with excellent self-cleaning and arbitrary interchangeability.

With the help of the rich experience and software technology in the design and development of mechanical two screw configuration, various functions
and processes such as conveying plasticization, mixing, shear dispersion, homogenization, exhaust devolatilization, pressure build-up extrusion can be
realized on demand. In view of the emerging new polymer materials and new technology, various new screw components and combination configurations
are continuously introduced; new torque distribution transmission device, strengthened design margin, high-precision hard tooth surface grinding, all
imported key bearings, interlocking protection of lubrication system, pursuit of higher reliability; Various types of metering and feeding structures and
systems, including single screw, twin screw, hollow spring, meshing and non meshing, can adapt to various material states.

Co rotating twin screw extruder granulator is suitable for polymer blending modification (including reactive) extrusion and post-treatment. It can
optimize the assembly structure design according to the material system characteristics and technological process. It can adapt to the following processes:
* filing modification, blending modification, universal color masterbatch, fiber grade color masterbatch, functional masterbatch, glass fiber (carbon fiber)
reinforcement, cable material extrusion, reactive extrusion, exhaust and devolatilization post-treatment.

#IS Mode Extruder model Max. output(kg/h) Extruder motor powe(kw)
BRPVC51 SJZ51/105 150 30
BRPVC55 SJZ55/110 190 70
BRPVC65 SJZ65/132 250 120
BRPVC80 SJZ80/156 350 150
BRPVC92 SJZ92/188 700 450
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Application and characteristics: Application and characteristics:

As plastic is applied in more and more areas, waste plastic recycling emerges due to diverse area difference of cost and «  Forced feeding system ensures the high feed rate and low energy consumption rate.
performance requirement Through the firm's own R&D efforts, XINYIJIA Machinery developed plastic recycling and granulation «  After a special design of barrel and screw, and exhaust system, to ensure high yield.
machines to avoid environmental pollution caused by Iarge amount of plastic's burning or Iandil, which Significantly extends . Extrusion die head using a Specia“y des|gned water nng eager System can ensure the perfect appearance of parhcles

plastic's usage cycle Machinery provides customers with various options, such as diferent L/D ratios, multiple exhaust screw
structures, single and double stage printers, different kinds of elletizers, as well as 100-600kg/h line output can be provided at

present.
Bs BEEFF L BTER NG ISEINES HEFEREI(RFr//NT)
Model Extruder Screw diameter(mm) UD ratio Power(KW) Capaity(Kg/h)
ZL80 SJ80-31 80 31:1 180 180-250(PE)/100-180(PP)
ZL100 SJ100-34 100 34:1 250 280-350(PE)/200-260(PP)
ZL120 SJ120-36 120 36:1 320 480-600(PE)1260-360(PP) Extruder SUDOUMELLT
ZL150 SJ150-34 150 34:1 430 650-800(PE)1400-600(PP) Motor 75kw Motor 30kw
Screw Diameter 130mm Screw Diameter 130mm
Screw L/D Ratio 33:1 Screw L/D Ratio 12:1
Forced Feed Hopper 4kw Hydraulic Screen Changer Two-hole type@280mm
Hydraulic Screen Changer Two-hole type®280mm Water cooling tank 4500x600x250mm
Hydraulic Power Unit 4kw Pellet cutting machine 5.5kw
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Application and characteristics:

It isWe continue to introduce the European design concept, combined with the valuable suggestions of customers, the technical design
and process quality are constantly improved. At present, we have more than 200 production lines covering more than 60 regions in Latin
America, Europe, the Middle East and Africa. We can also provide a variety of personalized design solutions, customer satisfaction.
Production line output design: 300 kg/h, 500 kg/h.

Model Power Capacity
PETQX500 113kw 500kg/h
PETQX1000 263kw 1000kg/h
PETQX2000 216.2kw 2000kg/h
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1+:500, 1000, 2000, 3000, 4000, 6000 fr/Ad.

Application and characteristics:

We continue to introduce the European design concept, combined with the valuable suggestions of customers, the technical design
and process quality are constantly improved. At present, we have more than 200 production lines covering more than 60 regions in Latin
America, Europe, the Middle East and Africa. We can also provide a variety of personalized design solutions, so that customer
requirements can be satisfied. Production line output design: 500, 1000, 2000, 3000, 4000, 6000 kg / h.
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Bottle bale converying Debale Bottle label removing Whole botte pre-washing lelient optical sorting system
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Serial hot washing Floating washing Low speed friction washing Crushing Manual sorting system

¥
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Dewatering Drying Bottle label separating/dust remover Bottle flakes packaging

Model Power Capacity
PETQX500 150KW 500kg/h
PETQX 1000 280KW 1000kg/h
PETQX2000 400KW 2000kg/h
PETQX3000 650KW 3000kg/h
PETQX5000 900KW 5000kg/h
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Applicationandcharacteristics:

YF series PVC profile production line is mainly used for extrusion of PVC door and window profile, wide door panel,
window sill plate and multi hole threading pipe (four hole, six hole, seven hole, nine hole, etc.). The production line can select
different specifications of parallel (conical) twin-screw extruder according to different profiles and dies, and configure
corresponding vacuum setting table, traction machine, cutting machine, turnover platform and other auxiliary equipment.

The extrusion capacity of the main engine can be selected from 60 kg to 700 kg / h. The tractor adopts different lifting
technology of our company, which has stable work and large traction force. The eddy current cooling system is used in
vacuum shaping, which is convenient for cooling and shaping, so as to meet the needs of extrusion. The moving speed of the
cutting machine keeps synchronous with the traction speed. The whole action is controlled by PLC computer. The design is
reasonable and the operation is stable. It can cut the length automatically and is equipped with dust recovery device.
According to different molds, 4 meters, 6 meters, 8 meters, 11 meters and other specifications can be selected. Equipped
with parallel twin-screw extruder, suitable for profile extrusion.

RS Mode Produc(th:)x width Extruder mode Extruc(ilfvz)power Max(f;/%?cny
YF108 108 $ZJ51/105 18.5 100
YF180 180 $ZJ51/105 or SZJ50/110 22 100
YF240 240 $7J65/132 37 150-200
YF300 300 $7J65/132 37 150-200
YF400 400 $ZJ80-156 55 250-300
YF500 500 $7J80-156 55 250-300
YF600 600 $7J80-156 75 300-350
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Applicationandcharacteristics:

The production line is composed of conical twin-screw extruder, vacuum setting table, traction machine, cutting
machine, laminating machine, bracket, etc.

Extrusion line: the products are produced by specially designed screw barrel, die and extruder. It can be extruded in two
steps after granulation. It saves power and space. It has high yield and stable extrusion pressure. The plasticizing and mixing
effectis good. Wearresistant, long servicelife. The production line can produce wood plastic door panel products.

E)5 Mode YF180 YF240 YF400 YF600 YF800 YF1000
B A4 55 B Max.width of board 180 240 400 600 800 1000
25| E EEDrawing height 140 140 140 140 140 140
Z 5| f3Drawing force 15 30 30 40 50 50
255 |1® EEDrawing speed 0.5-5 0.5-5 0.5-5 0.5-5 0.5-5 0.5-5
A2 IhZRAuxiliary equipment sum power 18.7 31.6 31.6 31.6 31.6 37.1
E45= S EFICompression air 0.6 0.6 0.6 0.6 0.6 0.6
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